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SMBQS18Y

• Die-cast bracket for mounting into 18 mm holes
• Metal hex nut and lock washer included
• Cabled units tilt ±8°
• Bracket for P/N 68865

7.8 mm
(0.31")

15.5 mm
(0.61")

19.5 mm
(0.77")

9.8 mm
(0.38")

14.5 mm
(0.57")

25.4 mm
(1.00")

16.4 mm
(0.65")

24.1 mm
(0.94")

4.5 mm
(0.18")

3.4 mm
(0.13")

2x R24.1 mm
(0.95")

2x 8°

38.0 mm
(1.50")

12.0 mm
(0.47")

SMB18A • 12-gauge, stainless steel
• Right-angle mounting bracket SMBQS18A • Stainless steel

• Wrap-around bracket

25.4 mm
(1.00")

18.5 mm
(0.73")

* Use 4 mm (#8) screws
to mount bracket.
Drill screw holes 
24.2 mm (0.95") apart.

41 mm
(1.6")

46 mm
(1.8")

ø*4.6 mm
(0.18")

R 24.2 mm
(0.95")

*4.6 mm
(0.18")

7.6 mm
(0.30")

30º

30 mm
(1.2")

24.9 mm
(0.98")

41 mm
(1.61")M2.5

for
QS18AF
Models

Cable
Isolation
Grommet

62 mm
(2.44")

19.4 mm (0.77")

Mounting Brackets

R 5.1 mm
(0.20")

ø 3.05 mm
(0.120")

ø 3.05 mm Slot
(0.120")

20°

90°

CL

15°
(2)

R 24.1 mm
(0.95")

31.8 mm
(1.25")

20.1 mm
(0.79")

45.5 mm
(1.79")

20.3 mm
(0.80")

R 3.1 mm
(0.12") (2)

10° (TYP)

4.32 mm
(0.170")
Slot (2)

2.5 mm
(0.10")

SMB312S • Stainless steel
• 2-axis, side-mounting bracket


