
Recommended PCB Layout
As viewed from component side.

Recommended PCB Thickness: 1.20mm
General Tolerance: ±0.05

Solder Area Component Outline
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Ordering Grid

Contact Plating
GF = Gold Flash

USB1061 GF

Insulator Material
L = LCP

L
Packing Options
A = Tape & Reel
(450 per reel)

A Request Samples
and Quotation

Specification 规格

Material 物料

   Plastic Housing 塑胶外壳:  LCP, UL94V-0, Black
   Contact Terminal 接触端子: Copper Alloy
   Metallic Shell 金属外壳: Steel

Plating  电镀

   Underplating 底层电镀: 50µ" Nickel
   Plating 电镀:

Contact Area: See ordering grid
Solder Tails 焊接末端: 100µ" Tin
Metallic Shell 金属外壳: Nickel

Electrical 电气

   Voltage Rating电压额定值: 30 V
   Current Rating电流额定值: 1.5 A
   Operating Temperature 工作温度: -55°C to +85°C
   Contact Resistance接触电阻值: 30 mΩ max.
   Insulating Resistance绝缘电阻值: 1000 MΩ min.
   Dielectric Withstand Voltage耐电压: 500 V AC

Mechanical & Environmental 机械 & 环境

   Mating Force插入力: 35N (3.57Kgf) max.
   Unmating Force拨出力: 10N (1.02Kgf) min.
   Durability耐久性: 1,500 Cycles
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Carrier Tape with 450 pcs Carrier Tape empty for 20 pcs Cover Tape empty

Product Part No.

USB1061

PCS/Reel

450 8

Reels/Carton PCS/Carton

3600

Name Specification Q'ty

Carrier Tape 32.0mm x 9.56m 8

Cover Tape 25.5mm x 200m 9.66m

Tape Reel Ø330mm x 32.5mm 8

PE Bag 400mm x 400mm x400mm 2

Cardboard Triangle 430mm x 150mm x 3mm 4

Inner Carton 364mm x 364mm x 180mm 2

Outer Carton 386mm x 383mm x 400mm 1

Desiccant 70mm x 45mm 3.5g 4

Outer Carton

2 Inner Cartons/Outer Carton
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