
GENERAL TOLERANCES
(UNLESS SPECIFIED)

MM INCH

4 PLACES ± ±

3 PLACES ± ± 0.005

2 PLACES ± 0.13 ± 0.01

1 PLACES ± 0.3 ±

0 PLACES ± ±

ANGULAR TOL ±

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS

SERIES MATERIAL NUMBER CUSTOMER

GENERAL MARKET84700  SEE CHART
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COLOR MATERIAL NO. ENGINEERING NO. TETHER MATERIAL AND COLOR GASKET SEAL MATERIAL AND COLOR
BLACK 847000003 84700-0003 HDPE, BLACK NITRILE-BLACK
WHITE 847000011 84700-0011 POLYPROPYLENE, WHITE SILICONE-BROWN
BLACK 847000017 84700-0017 POLYPROPYLENE, BLACK SILICONE-BROWN

5 GASKET SEAL SEE CHART SEE CHART
4 DUST COVER PBT SEE CHART
3 TETHER SEE CHART SEE CHART
2 COUPLING RING PBT SEE CHART
1 SCREW, #8-32 X .29 LG. BRASS NICKEL PLATED
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NOTES:
1. MATERIAL: AS NOTED
2. FINISH: AS NOTED
3. DIMS SHOWN ARE FOR REFERENCE
   UNLESS NOTED OTHERWISE
4. ASSEMBLY IS RoHS COMPLIANT

1
2

3

5

4

3.25
82.5

4.59
116.6

.02
0.5

.70
17.9

1.06
27.0

Ø 1.12
28.6

.20
5.1

1.28
32.5

BAYONET LOCKING PINS

.94
23.9

⌀

SNAP FIT TO RECEPTACLE


