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Termination resistor - FL LCX 50-OHM-RSMA - 2702702
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The termination resistor is screwed onto an unused antenna connection of a WLAN device, e.g., in leaky
wave applications. This terminates the connection with the correct impedance and prevents undesirable
emission.

Key Commercial Data
Packing unit 1 pc

GTIN

GTIN 4055626299211

Technical data

Dimensions
Length 17.4 mm

Diameter 8 mm

Ambient conditions
Ambient temperature (operation) -40 °C ... 85 °C

General
Frequency range 0 GHz ... 6 GHz

Impedance 50 Ω

Connection method RSMA (male)

Environmental Product Compliance
REACh SVHC Lead 7439-92-1

China RoHS Environmentally Friendly Use Period = 50 years

For details about hazardous substances go to tab “Downloads”,
Category “Manufacturer's declaration”
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Termination resistor - FL LCX 50-OHM-RSMA - 2702702
Classifications

eCl@ss

eCl@ss 10.0.1 19070403

eCl@ss 5.0 19070400

eCl@ss 5.1 19070400

eCl@ss 6.0 19070400

eCl@ss 7.0 19070403

eCl@ss 8.0 19070403

eCl@ss 9.0 19070403

ETIM

ETIM 4.0 EC000448

ETIM 5.0 EC000448

ETIM 6.0 EC000448

ETIM 7.0 EC000448

UNSPSC

UNSPSC 13.2 32121617

UNSPSC 18.0 32121617

UNSPSC 19.0 32121617

UNSPSC 20.0 32121617

UNSPSC 21.0 32121617
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